
 
 

 
	
	
	
	
	
	
	
	

CALENDAR	FOR	MARCH	20,	2024 
 
RESIDENTIAL CALENDAR 
 
APPEAL #21520 - John Kekllas; 8 Deepdale Drive, Manhasset; Section 3, Block 34, Lot 19; 
Zoned: Residence-A 
Variance from 70-100.2(A)(2) to legalize a wood fence/gate and a masonry fence in a front yard. 
 
APPEAL #21521 – Benjamin Wang; 38 South Dr., Manhasset; Section 3, Block 91, Lot 5; 
Zoned: Residence-B 
Variances from §§ 22-4 & 70-101.1(A) to legalize a fire pit located too close to a house and to 
legalize a fire pit and outdoor kitchen located within a side yard (not permitted). 
 
APPEAL #21522 - Zahid Khan (John Doko); 162 Cow Neck Road, Port Washington, Section 
4, Block 95, Lot 71; Zoned: Residence-B 
Variance from §70-100.2(A)(2) to legalize fencing in the front yard. 
 
APPEAL #21523 - Farley Kamhi; 135 Park Avenue, Carle Place; Section 9, Block 467, Lot 
33; Zoned: Residence-B 
Variances from §§70-100.2(M), 70-100.2(A)(2) and 70-100.2(A)(4) to construct and to legalize 
fencing that is too tall and located within in a front yard and to legalize an arbor that is too tall and 
too wide and located within a front yard. 
 
COMMERCIAL CALENDAR 
 
APPEAL #21524 - Little Smiles; 110 Main Street, Port Washington; Section 5, Block 81, Lot 
4; Zoned: Business-B/Residence-C 
Conditional use §§70-139.A (70-126.H) for commercial parking in a residence district and 
variances from §§70-103.A, 70-103.M, 70-196.A, 70-196.J(1)(d) and 70-203.G to construct 
alterations to convert office space to medical office space with not enough parking on site, parking 
within a front yard, too many wall signs on a wall, a wall sign that is in a right-of-way, the 
reduction of a required landscape buffer and the addition of parking in a landscaped buffer. 
 
APPEAL #21525 - Orlando's Deli (14-16-18 Port Washington Inc); 18 Main Street, Port 
Washington; Section 5, Block 126, Lot 225; Zoned: Business-B 
Conditional use 70-126.F to construct interior alterations to convert a space to a retail food use. 
 

Chairman 
David L. Mammina, A.I.A. 

 
Vice Chairman 

Leslie Francis, Esq. 
 

Members 
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Patricia A. Goodsell, Esq 

Town of North Hempstead 

 
 

Board of Zoning Appeals 
 

210 Plandome Road 
Manhasset, NY 11030 

(516) 869-7667 
Fax (516) 869-7812 



 

APPEAL #21526 – Greenvale Realty Holdings, LLC; 13 Glen Cove Rd., Greenvale; Section 
7, Block D, Lot 242; Zoned: Business-B 
Variances from §§ 70-103(A)(1) & 70-103(F)(1) to legalize additions to a commercial structure 
with not enough parking and not enough loading zones. 
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LIST OF DRAWINGS

NOTE:

NO CHANGE TO EXISTING FOOTPRINT OF THE BUILDING.

ALL WORK PROPOSED IS WITHIN INTERIOR OF BUILDING ONLY.

NOTE:

MECHANICAL PLANS TO BE FILED BY OTHERS UNDER SEPARATE

APPLICATION

PLOT PLAN
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REVISIONS

TOWN OF NORTH HEMPSTEAD
 DEPARTMENT OF BUILDINGS

APPLICATION NUMBER

COPYRIGHT 2023 © ARNOLD MONTAG ARCHITECT, AM/PM DESIGN & CONSULTING, P.C. ALL RIGHTS RESERVED

ORLANDO's DELI

PORT WASHINGTON
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WARNING:

IT IS A VIOLATION OF THE NEW YORK STATE EDUCATION LAW ARTICLE 147

FOR ANY PERSON, UNLESS HE IS ACTING UNDER THE DIRECTION OF A

LICENSED REGISTERED ARCHITECT, TO ALTER THIS ITEM IN ANY WAY.

10/27/23 PRELIMINARY DESIGN

12/08/23  FILED

01/05/24 ANS. COMMENTS

CBP23-000345

#21525

AutoCAD SHX Text
GUARDRAILS AND RAILINGS 1. PORCHES, BALCONIES, RAMPS OR RAISED FLOOR SURFACES LOCATED MORE THAN 30 INCHES (762 MM) ABOVE PORCHES, BALCONIES, RAMPS OR RAISED FLOOR SURFACES LOCATED MORE THAN 30 INCHES (762 MM) ABOVE THE FLOOR OR GRADE BELOW SHALL HAVE GUARDS NOT LESS THAN 36 INCHES (914 MM) IN HEIGHT. OPEN SIDES OF STAIRS WITH A TOTAL RISE OF MORE THAN 30 INCHES (762 MM) ABOVE THE FLOOR OR GRADE BELOW SHALL HAVE GUARDS NOT LESS THAN 34 INCHES (864 MM) IN HEIGHT MEASURED VERTICALLY FROM THE NOSING OF THE TREADS. AS PER R312 GUARDS. OF THE 2020 NEW YORK STATE BUILDING BUILDING CODE. 2020 NEW YORK STATE BUILDING BUILDING CODE.  NEW YORK STATE BUILDING BUILDING CODE. 2. PORCHES AND DECKS WHICH ARE ENCLOSED WITH INSECT SCREENING SHALL BE EQUIPPED WITH GUARDS WHERE PORCHES AND DECKS WHICH ARE ENCLOSED WITH INSECT SCREENING SHALL BE EQUIPPED WITH GUARDS WHERE THE WALKING SURFACE IS LOCATED MORE THAN 30 INCHES (762 MM) ABOVE THE FLOOR OR GRADE BELOW.  3. GUARD OPENING LIMITATIONS. REQUIRED GUARDS ON OPEN SIDES OF STAIRWAYS, RAISED FLOOR AREAS, GUARD OPENING LIMITATIONS. REQUIRED GUARDS ON OPEN SIDES OF STAIRWAYS, RAISED FLOOR AREAS, BALCONIES AND PORCHES SHALL HAVE INTERMEDIATE RAILS OR ORNAMENTAL CLOSURES WHICH DO NOT ALLOW PASSAGE OF A SPHERE 4 INCHES (102MM) OR MORE IN DIAMETER.  EXCEPTIONS:  a. THE TRIANGULAR OPENINGS FORMED BY THE RISER, TREAD AND BOTTOM RAIL OF A GUARD AT THE OPEN SIDE THE TRIANGULAR OPENINGS FORMED BY THE RISER, TREAD AND BOTTOM RAIL OF A GUARD AT THE OPEN SIDE OF A STAIRWAY ARE PERMITTED TO BE OF SUCH A SIZE THAT A SPHERE 6 INCHES (152 MM) CANNOT PASS THROUGH. b. OPENINGS FOR REQUIRED GUARDS ON THE SIDES OF STAIR TREADS SHALL NOT ALLOW A SPHERE 4  INCHES OPENINGS FOR REQUIRED GUARDS ON THE SIDES OF STAIR TREADS SHALL NOT ALLOW A SPHERE 4  INCHES 38 INCHES (107 MM) TO PASS THROUGH. 4. ALL DECKS PORCHES, BALCONIES, ETC.,  4'-0" ABOVE THE ADJACENT GRADE, FLOOR, ETC.,  TO HAVE A ALL DECKS PORCHES, BALCONIES, ETC.,  4'-0" ABOVE THE ADJACENT GRADE, FLOOR, ETC.,  TO HAVE A GUARDRAIL (RAILING) A MINIMUM OF 42" HIGH. 5. HANDRAILS AND GUARDS ARE TO BE ABLE TO RESIST A LOAD OF 50 POUNDS PER LINEAL FOOT APPLIED IN ANY HANDRAILS AND GUARDS ARE TO BE ABLE TO RESIST A LOAD OF 50 POUNDS PER LINEAL FOOT APPLIED IN ANY DIRECTION AT THE TOP AND TO TRANSFER THIS LOAD THROUGH THE SUPPORTS TO THE STRUCTURE SUPPORTING THE RAIL OR GUARD. 6. HANDRAIL ASSEMBLIES ARE ALSO TO BE ABLE TO RESIST A SINGLE CONCENTRATED LOAD OF 200 POUNDS HANDRAIL ASSEMBLIES ARE ALSO TO BE ABLE TO RESIST A SINGLE CONCENTRATED LOAD OF 200 POUNDS APPLIED IN ANY DIRECTION AT ANY POINT ALONG THE TOP.  THIS LOAD CAN BE CONSIDERED INDEPENDENTLY OF THE UNIFORM LOAD NOTED PREVIOUSLY. 

AutoCAD SHX Text
FIREBLOCKING REQUIREMENTS FIREBLOCKING SHALL BE PROVIDED TO CUT OFF ALL CONCEALED DRAFT OPENINGS (BOTH VERTICAL AND HORIZONTAL) AND TO FORM AN EFFECTIVE FIRE BARRIER BETWEEN STORIES, AND BETWEEN A TOP STORY AND THE ROOF SPACE. FIREBLOCKING SHALL BE PROVIDED IN WOOD-FRAME CONSTRUCTION IN THE FOLLOWING LOCATIONS. 1. IN CONCEALED SPACES OF STUD WALLS AND PARTITIONS, INCLUDING FURRED SPACES AND PARALLEL ROWS OF STUDS OR STAGGERED STUDS; AS FOLLOWS: 1.1. VERTICALLY AT THE CEILING AND FLOOR LEVELS. 1.2. HORIZONTALLY AT INTERVALS NOT EXCEEDING 10 FEET (3048 MM). 2. AT ALL INTERCONNECTIONS BETWEEN CONCEALED VERTICAL AND HORIZONTAL SPACES SUCH AS OCCUR AT SOFFITS, DROP CEILINGS AND COVE CEILINGS. 3. IN CONCEALED SPACES BETWEEN STAIR STRINGERS AT THE TOP AND BOTTOM OF THE RUN. ENCLOSED SPACES UNDER STAIRS SHALL COMPLY WITH SECTION R302.7 4. AT OPENINGS AROUND VENTS, PIPES, DUCTS, CABLES AND WIRES AT CEILING AND FLOOR LEVEL, WITH AN APPROVED MATERIAL TO RESIST THE FREE PASSAGE OF FLAME AND PRODUCTS OF COMBUSTION. 5. FOR THE FIREBLOCKING OF CHIMNEYS AND FIREPLACES, SEE SECTION R1003.19 6. FIREBLOCKING OF CORNICES OF A TWO-FAMILY DWELLING IS REQUIRED AT THE LINE OF DWELLING UNIT SEPARATION.
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GENERAL NOTES (NYS 2020)

AutoCAD SHX Text
SECTION 1014 HANDRAILS(2020 NYS CODE) 1014.2 HEIGHT  HANDRAIL HEIGHT, MEASURED VERTICALLY FROM THE SLOPED PLANE ADJOINING THE TREAD NOSING, OR FINISH SURFACE OF HEIGHT, MEASURED VERTICALLY FROM THE SLOPED PLANE ADJOINING THE TREAD NOSING, OR FINISH SURFACE OF NOSING, OR FINISH SURFACE OF RAMP SLOPE, SHALL BE NOT LESS THAN 34 INCHES (864 MM) AND NOT MORE THAN 38 INCHES (965 MM).  SLOPE, SHALL BE NOT LESS THAN 34 INCHES (864 MM) AND NOT MORE THAN 38 INCHES (965 MM).  EXCEPTIONS:  THE USE OF A VOLUTE, TURNOUT OR STARTING EASING SHALL BE ALLOWED OVER THE LOWEST TREAD.  WHERE HANDRAIL FITTINGS OR BENDINGS ARE USED TO PROVIDE CONTINUOUS TRANSITION BETWEEN FLIGHTS, TRANSITIONS AT HANDRAIL FITTINGS OR BENDINGS ARE USED TO PROVIDE CONTINUOUS TRANSITION BETWEEN FLIGHTS, TRANSITIONS AT FITTINGS OR BENDINGS ARE USED TO PROVIDE CONTINUOUS TRANSITION BETWEEN FLIGHTS, TRANSITIONS AT FLIGHTS, TRANSITIONS AT WINDER TREADS, THE TRANSITION FROM HANDRAIL TO GUARD, OR USED AT THE START OF A FLIGHT, THE HANDRAIL HEIGHT AT THE TREADS, THE TRANSITION FROM HANDRAIL TO GUARD, OR USED AT THE START OF A FLIGHT, THE HANDRAIL HEIGHT AT THE HANDRAIL TO GUARD, OR USED AT THE START OF A FLIGHT, THE HANDRAIL HEIGHT AT THE TO GUARD, OR USED AT THE START OF A FLIGHT, THE HANDRAIL HEIGHT AT THE GUARD, OR USED AT THE START OF A FLIGHT, THE HANDRAIL HEIGHT AT THE FLIGHT, THE HANDRAIL HEIGHT AT THE HANDRAIL HEIGHT AT THE HEIGHT AT THE FITTINGS OR BENDINGS SHALL BE PERMITTED TO EXCEED 38 INCHES (956 MM).  1014.8 PROJECTIONS  HANDRAILS SHALL NOT PROJECT MORE THAN 4 1/2 INCHES (114 MM) ON EITHER SIDE OF THE STAIRWAY.  SHALL NOT PROJECT MORE THAN 4 1/2 INCHES (114 MM) ON EITHER SIDE OF THE STAIRWAY.  INCHES (114 MM) ON EITHER SIDE OF THE STAIRWAY.  STAIRWAY.  1014.7 CLEARANCE  HANDRAILS ADJACENT TO A WALL SHALL HAVE A SPACE OF NOT LESS THAN 1 1/2 INCHES (38 MM) BETWEEN THE WALL AND THE ADJACENT TO A WALL SHALL HAVE A SPACE OF NOT LESS THAN 1 1/2 INCHES (38 MM) BETWEEN THE WALL AND THE INCHES (38 MM) BETWEEN THE WALL AND THE HANDRAILS.  1014.4 CONTINUITY  HANDRAILS GRIPPING SURFACES SHALL BE CONTINUOUS, WITHOUT INTERRUPTION BY NEWEL POSTS OR OTHER OBSTRUCTIONS. 1014.3 HANDRAIL GRASPABILITY REQUIRED HANDRAILS SHALL BE OF ONE OF THE FOLLOWING TYPES OR PROVIDE EQUIVALENT GRASPABILITY.  HANDRAILS SHALL BE OF ONE OF THE FOLLOWING TYPES OR PROVIDE EQUIVALENT GRASPABILITY.  SHALL BE OF ONE OF THE FOLLOWING TYPES OR PROVIDE EQUIVALENT GRASPABILITY.  TYPE I. HANDRAILS WITH A CIRCULAR CROSS SECTION SHALL HAVE AN OUTSIDE DIAMETER OF NOT LESS THAN 1 1/4 INCHES (32 MM) HANDRAILS WITH A CIRCULAR CROSS SECTION SHALL HAVE AN OUTSIDE DIAMETER OF NOT LESS THAN 1 1/4 INCHES (32 MM) WITH A CIRCULAR CROSS SECTION SHALL HAVE AN OUTSIDE DIAMETER OF NOT LESS THAN 1 1/4 INCHES (32 MM) DIAMETER OF NOT LESS THAN 1 1/4 INCHES (32 MM) OF NOT LESS THAN 1 1/4 INCHES (32 MM) INCHES (32 MM) AND NOT GREATER THAN 2 INCHES (51 MM). IF THE HANDRAIL IS NOT CIRCULAR, IT SHALL HAVE A PERIMETER OF NOT LESS THAN 4 HANDRAIL IS NOT CIRCULAR, IT SHALL HAVE A PERIMETER OF NOT LESS THAN 4 IS NOT CIRCULAR, IT SHALL HAVE A PERIMETER OF NOT LESS THAN 4 INCHES (102 MM) AND NOT GREATER THAN 61/4 INCHES (160 MM) AND A CROSS SECTION OF NOT MORE THAN 21/4 INCHES (57 MM). INCHES (160 MM) AND A CROSS SECTION OF NOT MORE THAN 21/4 INCHES (57 MM). INCHES (57 MM). EDGES SHALL HAVE A RADIUS OF NOT LESS THAN 0.01 INCH (0.25 MM).  TYPE II. HANDRAILS WITH A PERIMETER GREATER THAN 61/4 INCHES (160 MM) SHALL HAVE A GRASPABLE FINGER RECESS AREA HANDRAILS WITH A PERIMETER GREATER THAN 61/4 INCHES (160 MM) SHALL HAVE A GRASPABLE FINGER RECESS AREA WITH A PERIMETER GREATER THAN 61/4 INCHES (160 MM) SHALL HAVE A GRASPABLE FINGER RECESS AREA INCHES (160 MM) SHALL HAVE A GRASPABLE FINGER RECESS AREA ON BOTH SIDES OF THE PROFILE. THE FINGER RECESS SHALL BEGIN WITHIN 3/4 INCH (19 MM) MEASURED VERTICALLY FROM THE 3/4 INCH (19 MM) MEASURED VERTICALLY FROM THE INCH (19 MM) MEASURED VERTICALLY FROM THE TALLEST PORTION OF THE PROFILE AND HAVE A DEPTH OF NOT LESS THAN 5/16 INCH (8 MM) WITHIN 7/8 INCH (22 MM) BELOW THE 5/16 INCH (8 MM) WITHIN 7/8 INCH (22 MM) BELOW THE INCH (8 MM) WITHIN 7/8 INCH (22 MM) BELOW THE 7/8 INCH (22 MM) BELOW THE INCH (22 MM) BELOW THE WIDEST PORTION OF THE PROFILE. THIS REQUIRED DEPTH SHALL CONTINUE FOR NOT LESS THAN 3/8 INCH (10 MM) TO A LEVEL 3/8 INCH (10 MM) TO A LEVEL INCH (10 MM) TO A LEVEL THAT IS NOT LESS THAN 13/4 INCHES (45 MM) BELOW THE TALLEST PORTION OF THE PROFILE. THE WIDTH OF THE HANDRAIL ABOVE INCHES (45 MM) BELOW THE TALLEST PORTION OF THE PROFILE. THE WIDTH OF THE HANDRAIL ABOVE HANDRAIL ABOVE ABOVE THE RECESS SHALL BE NOT LESS THAN 11/4 INCHES (32 MM) AND NOT MORE THAN 23/4 INCHES (70 MM). EDGES SHALL HAVE A INCHES (32 MM) AND NOT MORE THAN 23/4 INCHES (70 MM). EDGES SHALL HAVE A INCHES (70 MM). EDGES SHALL HAVE A RADIUS OF NOT LESS THAN 0.01 INCH (0.25 MM). 

AutoCAD SHX Text
INTERIOR FLOOR FINISH:  AS PER SECTION 804 OF THE NYS BUILDING CODE 1. GENERAL:        INTERIOR FLOOR FINISH AND FLOOR COVERING MATERIALS SHALL COMPLY WITH SECTIONS 804.2 THROUGH 804.4.2. EXCEPTION: FLOOR FINISHES AND COVERINGS OF A TRADITIONAL TYPE, SUCH AS WOOD, VINYL, LINOLEUM OR TERRAZZO,  FLOOR FINISHES AND COVERINGS OF A TRADITIONAL TYPE, SUCH AS WOOD, VINYL, LINOLEUM OR TERRAZZO, AND RESILIENT FLOOR COVERING MATERIALS THAT ARE NOT COMPRISED OF FIBERS. 2. CLASSIFICATION       INTERIOR FLOOR FINISH AND FLOOR COVERING MATERIALS REQUIRED BY SECTION 804.4.2 TO BE OF CLASS I OR II MATERIALS SHALL BE CLASSIFIED IN ACCORDANCE WITH NFPA 253. THE CLASSIFICATION REFERRED TO HEREIN CORRESPONDS TO THE CLASSIFICATIONS DETERMINED BY NFPA 253 AS FOLLOWS: CLASS I, 0.45 WATTS/CM OR GREATER; CLASS II, 0.22 WATTS/CM OR GREATER. 3. TESTING AND IDENTIFICATION:       INTERIOR FLOOR FINISH AND FLOOR COVERING MATERIALS SHALL BE TESTED BYAN AGENCY IN ACCORDANCE WITH NFPA 253 AND IDENTIFIED BY A HANG TAG OR OTHER SUITABLE METHOD SO AS TO IDENTIFY THE MANUFACTURER OR SUPPLIER AND STYLE, AND SHALL INDICATE THE INTERIOR FLOOR FINISH OR FLOOR COVERING CLASSIFICATION IN ACCORDANCE WITH SECTION 804.2. CARPETTYPE FLOOR COVERINGS SHALL BE TESTED AS PROPOSED FOR USE, INCLUDING UNDERLAYMENT. TEST REPORTS CONFIRMING THE INFORMATION PROVIDED IN THE MANUFACTURER’S PRODUCT IDENTIFICATION SHALL BE S PRODUCT IDENTIFICATION SHALL BE FURNISHED TO THE BUILDING OFFICIAL UPON REQUEST. 4. INTERIOR FLOOR FINISH REQUIREMENTS:       INTERIOR FLOOR COVERING MATERIALS SHALL COMPLY WITH SECTIONS 804.4.1 AND 804.4.2 AND INTERIOR FLOOR FINISH  MATERIALS SHALL COMPLY WITH       SECTION 804.4.2. 1. TEST REQUIREMENT      IN ALL OCCUPANCIES, INTERIOR FLOOR COVERING MATERIALS SHALL COMPLY WITH THE REQUIREMENTS OF THE DOC FF-1 PILL TEST” (CPSC 16 CFR PART 1630) OR WITH ASTM D2859. (CPSC 16 CFR PART 1630) OR WITH ASTM D2859. 2. MINIMUM CRITICAL RADIANT FLUX.      IN ALL OCCUPANCIES, INTERIOR FLOOR FINISH AND FLOOR COVERING MATERIALS IN ENCLOSURES FOR STAIRWAYS AND RAMPS, EXIT PASSAGEWAYS, CORRIDORS AND ROOMS OR SPACES NOT SEPARATED FROM CORRIDORS BY PARTITIONS EXTENDING FROM THE FLOOR TO THE UNDERSIDE OF THE CEILING SHALL WITHSTAND A MINIMUM CRITICAL RADIANT FLUX. THE MINIMUM CRITICAL RADIANT FLUX SHALL BE NOT LESS THAN CLASS I IN GROUPS I-1, I-2 AND I-3 AND NOT LESS THAN CLASS II IN GROUPS A, B, E, H, I-4, M, R-1, R-2 AND S.   EXCEPTION: WHERE A BUILDING IS EQUIPPED THROUGHOUT WITH AN AUTOMATIC SPRINKLER SYSTEM IN EXCEPTION: WHERE A BUILDING IS EQUIPPED THROUGHOUT WITH AN AUTOMATIC SPRINKLER SYSTEM IN  WHERE A BUILDING IS EQUIPPED THROUGHOUT WITH AN AUTOMATIC SPRINKLER SYSTEM IN ACCORDANCE WITH SECTION 903.3.1.1 OR 903.3.1.2, CLASS II MATERIALS ARE PERMITTED IN ANYAREA WHERE CLASS I MATERIALS ARE REQUIRED, AND MATERIALS COMPLYING WITH DOC FF-1 “PILL TEST” (CPSC 16 CFR PART 1630) OR WITH PILL TEST” (CPSC 16 CFR PART 1630) OR WITH (CPSC 16 CFR PART 1630) OR WITH ASTM D2859 ARE PERMITTED IN ANY AREA WHERE CLASS II MATERIALS ARE REQUIRED.
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NEW YORK STATE CODE REQUIREMENTS: ALL NEW WORK SHALL CONFORM TO THE APPLICABLE REQUIREMENTS OF THE NYS  2020 BUILDING CODE, PLUMBING CODE, MECHANICAL CODE & EXISTING BUILDING CODE & ALL APPLICABLE LOCAL ZONING & CONSTRUCTION CODES
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EXISTING CONDITION GENERAL NOTES:11/22/16 THE PURPOSE OF THESE PLANS IS TO DESCRIBE THE EXISTING PHYSICAL CONDITIONS OF THE BUILDING. OUR WALKTHROUGH MAY OR MAY NOT AID IN CHECKING FOR GENERAL CODE CONFORMANCE TO ASSESS THE CURRENT FIELD CONDITIONS. IT SHOULD ALSO BE NOTED THAT THESE FINDINGS ARE BASED ON A LIMITED FIELD VISIT AND THAT TESTING, PROBING AND ADDITIONAL INFORMATION WILL BE REQUIRED TO REACH FULL CONCLUSIONS. ALL RECOMMENDATIONS OR SUGGESTIONS ARE PROVIDED TO ASSIST THE CLIENT IN FINDING AND CORRECTING THE NOTED DESCRIBED DEFICIENCIES. OUR SUGGESTIONS ARE NOT TO BE MISCONSTRUED AS FORMAL INSTRUCTION OR SPECIFICATIONS. FURTHERMORE OUR FIELD VISIT WAS OF LIMITED VISUAL EXAMINATION OF CERTAIN READILY ACCESSIBLE SYSTEMS AND COMPONENTS. IT SHOULD ALSO BE NOTED THAT AN ARCHITECT IS A GENERALIST AND IS NOT AN EXPERT IN ANY GENERALIST AND IS NOT AN EXPERT IN ANY  AND IS NOT AN EXPERT IN ANY SPECIFIC CRAFT OR TRADE AND THEREFORE IF AN ARCHITECT RECOMMENDS FURTHER ACTION INCLUDING (BUT NOT LIMITED TO) CONSULTING WITH A SPECIALIZED EXPERT(S), YOU MUST DO SO AT YOUR EXPENSE OR OTHERWISE ASSUME ALL RISKS ASSOCIATED WITH FAILURE TO DO SO. THIS INSPECTION IS NOT TECHNICALLY NOT TECHNICALLY  TECHNICALLY EXHAUSTIVE. THE ARCHITECT IS NOT RESPONSIBLE FOR DISCOVERING OR RECORDING ON THE PRESENCE OF MOLD OR MILDEW, LEAD, ASBESTOS, RADON, OR ANY OTHER HAZARDOUS SUBSTANCES.  IT IS NOT THE INTENTION OF THESE PLANS TO COMPLETELY DOCUMENT THE EXISTING “AS BUILT” CONDITIONS OF EVERY AS BUILT” CONDITIONS OF EVERY  CONDITIONS OF EVERY ELEMENT, NOR TO DEFINE THE CONSTRUCTION MEANS AND METHODS, OR EVALUATE DEFECTS. THESE PLANS ARE SIMPLY TO EVALUATE THE BASIC CONDITION OF THE BUILDING BASED ON OUR VISUAL OBSERVATIONS BY THE NAKED EYE. WE HAVE NOT UNCOVERED ANY FINISH MATERIALS, AND IT IS THE CONTRACTOR'S RESPONSIBILITY TO NOTIFY THE ARCHITECT AND/OR ENGINEER OF ANY DEFECTS, DISCREPANCIES, OMISSIONS, DANGEROUS CONDITIONS, ETC. THESE PLANS ARE NOT A GUARANTEE OR WARRANTY ON THE PHYSICAL CONDITION OF THE PROJECT, ITS BUILDING COMPONENTS, OR ITS FUTURE PERFORMANCE.  
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1. CONTRACTORS SHALL VERIFY ALL JOB AND FIELD CONDITIONS AFFECTING ALL WORK, AND OBTAIN ALL  CONTRACTORS SHALL VERIFY ALL JOB AND FIELD CONDITIONS AFFECTING ALL WORK, AND OBTAIN ALL  DIMENSIONS TO INSURE THE PROPER STRENGTH, FIT AND LOCATION OF WORK. REPORT IN WRITING, TO  THE ARCHITECT AND ENGINEER ANY AND ALL  CONDITIONS WHICH MAY INTERFERE WITH OR OTHERWISE  AFFECT OR PREVENT, THE PROPER  EXECUTION AND COMPLETION OF THE WORK. 2. ALL CONSTRUCTION SHALL COMPLY FULLY WITH ALL THE APPLICABLE PROVISIONS OF THE LATEST CODES OF NEW ALL CONSTRUCTION SHALL COMPLY FULLY WITH ALL THE APPLICABLE PROVISIONS OF THE LATEST CODES OF NEW YORK STATE. 3. ALL REQUIREMENTS SPECIFIED IN THE CODE SHALL BE ADHERED TO AS IF THEY WERE CALLED FOR, OR  SHOWN, ON ALL REQUIREMENTS SPECIFIED IN THE CODE SHALL BE ADHERED TO AS IF THEY WERE CALLED FOR, OR  SHOWN, ON THE DRAWINGS. THIS SHALL NOT BE CONSTRUED TO MEAN THAT ANY REQUIREMENTS SET  ON THE DRAWINGS MAY BE MODIFIED BECAUSE THEY ARE MORE STRINGENT THAN THE CODE FOR THE REQUIREMENTS OR BECAUSE THEY ARE NOT SPECIFICALLY REQUIRED BY CODE. 4. DO NOT SCALE THE DRAWINGS, ANY DISCREPANCIES SHALL BE REPORTED, IN WRITING, TO THE ARCHITECT FOR DO NOT SCALE THE DRAWINGS, ANY DISCREPANCIES SHALL BE REPORTED, IN WRITING, TO THE ARCHITECT FOR CLARIFICATION. 5. GENERAL CONTRACTOR SHALL COORDINATE FOR EASE AND RAPIDITY OF CONSTRUCTION THE WORK OF ALL GENERAL CONTRACTOR SHALL COORDINATE FOR EASE AND RAPIDITY OF CONSTRUCTION THE WORK OF ALL TRADES.  ALL SLOTS, SLEEVES AND/OR OTHER OPENINGS TO BE COORDINATED AND SET BEFORE  POURING CONCRETE, ETC. 6. CONTRACTOR SHALL PROVIDE ALL THE NECESSARY SUPPORT, BRACING, SHORING, ETC., (TEMPORARY  AND/OR CONTRACTOR SHALL PROVIDE ALL THE NECESSARY SUPPORT, BRACING, SHORING, ETC., (TEMPORARY  AND/OR PERMANENT) AS REQUIRED FOR THE SAFE INSTALLATION OF CONSTRUCTION. 7. ALL BATHROOMS AND POWDER ROOMS WITHOUT NATURAL VENTILATION TO BE EQUIPPED WITH A SWITCH ALL BATHROOMS AND POWDER ROOMS WITHOUT NATURAL VENTILATION TO BE EQUIPPED WITH A SWITCH CONTROLLED EXHAUST FAN TO PROVIDE A MINIMUM OF 75CFM OF EXHAUST AS PER SECTION M1507.4 OF THE M1507.4 OF THE MECHANICAL VENTILATION CODE OF NEW YORK STATE CODE OF NEW YORK STATE 8. UNLESS SPECIFICALLY  STATED OTHERWISE, ALL APPLICABLE PORTIONS OF THE GENERAL CONDITIONS (AIA #A201, UNLESS SPECIFICALLY  STATED OTHERWISE, ALL APPLICABLE PORTIONS OF THE GENERAL CONDITIONS (AIA #A201, 1987 EDITION) SHALL APPLY TO ALL PORTIONS OF THIS CONTRACT. 9. THE CONTRACTOR SHALL FURNISH ALL LABOR, MATERIALS, FIXTURES, EQUIPMENT, AND SERVICES NECESSARY AND THE CONTRACTOR SHALL FURNISH ALL LABOR, MATERIALS, FIXTURES, EQUIPMENT, AND SERVICES NECESSARY AND REQUIRED TO COMPLETE ALL WORK AS INDICATED ON THE DRAWINGS AND/OR SPECIFIED HEREIN.  10. THE CONTRACTOR SHALL ORDER ALL SPECIFIED MATERIAL AND FABRICATED ITEMS WITH SUFFICIENT LEAD TIMES THE CONTRACTOR SHALL ORDER ALL SPECIFIED MATERIAL AND FABRICATED ITEMS WITH SUFFICIENT LEAD TIMES TO NOT DELAY WORK IN ANY MANNER. 11. SUBMISSION OF PROPOSAL BY CONTRACTOR(S) WILL BE CONSTRUED AS EVIDENCE THAT A CAREFUL AND SUBMISSION OF PROPOSAL BY CONTRACTOR(S) WILL BE CONSTRUED AS EVIDENCE THAT A CAREFUL AND THOROUGH EXAMINATION OF PREMISES HAS BEEN  MADE AND LATER CLAIMS FOR LABOR, MATERIALS OR EQUIPMENT REQUIRED OR FOR DIFFICULTIES ENCOUNTERED WHICH COULD HAVE BEEN FORESEEN HAD SUCH AN EXAMINATION BEEN MADE WILL NOT BE RECOGNIZED.  IT SHALL ALSO CONSTITUTE A REPRESENTATION  THAT THE CONTRACTOR HAS CHECKED AND VERIFIED ALL QUANTITIES,  WORK AND MATERIALS INVOLVED AND THAT HE SHALL TAKE RESPONSIBILITY FOR ANY DEFICIENCIES THEREIN. 12. CONTRACTOR(S) SHALL BEAR RESPONSIBILITY FOR THE REPAIR OF ANY WORK ALREADY IN PLACE THAT IS CONTRACTOR(S) SHALL BEAR RESPONSIBILITY FOR THE REPAIR OF ANY WORK ALREADY IN PLACE THAT IS DAMAGED BY HIM WHILE COMPLETING HIS CONTRACT. 13. MANUFACTURER'S RECOMMENDATIONS AND INSTALLATION INSTRUCTIONS SHALL BE ADHERED TO FOR ALL MANUFACTURER'S RECOMMENDATIONS AND INSTALLATION INSTRUCTIONS SHALL BE ADHERED TO FOR ALL MATERIALS AND PROCESSES USED. 14. THE CONTRACTOR SHALL CARRY AND SUBMIT EVIDENCE OF INSURANCE AS REQUIRED. THE CONTRACTOR SHALL CARRY AND SUBMIT EVIDENCE OF INSURANCE AS REQUIRED. 15. ALL DIMENSIONS GIVEN ARE TO THE FINISHED FACE OF STUD UNLESS OTHERWISE NOTED. CONTRACTOR SHALL ALL DIMENSIONS GIVEN ARE TO THE FINISHED FACE OF STUD UNLESS OTHERWISE NOTED. CONTRACTOR SHALL SUBMIT SHOP DRAWINGS AND MANUFACTURER'S CUTS AND SAMPLES TO ARCHITECT FOR REVIEW AND APPROVAL PRIOR TO COMMENCEMENT OF SUCH WORK. 16. UPON COMPLETION OF WORK CONTRACTOR SHALL COMPLETELY CLEAN THE CONSTRUCTION AREA, SUITABLE FOR UPON COMPLETION OF WORK CONTRACTOR SHALL COMPLETELY CLEAN THE CONSTRUCTION AREA, SUITABLE FOR OWNER'S USE, AS DETERMINED BY THE ARCHITECT (AFTER ARCHITECT'S INSPECTION) CLEANING OF ALL EQUIPMENT, CONSTRUCTION WORK, AND OTHER WORK. 17. GUARANTEE: THE CONTRACTOR SHALL GUARANTEE ALL THE WORK UNDER THIS CONTRACT FOR ONE (1) YEAR FROM GUARANTEE: THE CONTRACTOR SHALL GUARANTEE ALL THE WORK UNDER THIS CONTRACT FOR ONE (1) YEAR FROM THE DATE OF FINAL ACCEPTANCE.  HE SHALL BE RESPONSIBLE FOR AND MAKE GOOD, WITHOUT EXPENSE TO THE OWNER, ANY AND ALL DEFECTS ARISING DURING THIS PERIOD THAT ARE DUE TO IMPERFECT MATERIAL AND APPLIANCES AND/OR POOR WORKMANSHIP, ETC.  18. MINOR ITEMS OF WORK SUCH AS PATCHING, BLOCKING, ETC. SHALL BE PERFORMED AS REQUIRED TO MAKE THE MINOR ITEMS OF WORK SUCH AS PATCHING, BLOCKING, ETC. SHALL BE PERFORMED AS REQUIRED TO MAKE THE WORK COMPLETE WHETHER SHOWN  OR NOTED ON THE CONTRACT DOCUMENTS OR NOT. 19. BEFORE ORDERING ANY MATERIAL OR DOING ANY WORK EACH TRADE SHALL VERIFY ALL MEASUREMENTS AT THE BEFORE ORDERING ANY MATERIAL OR DOING ANY WORK EACH TRADE SHALL VERIFY ALL MEASUREMENTS AT THE BUILDING AND SHALL BE RESPONSIBLE FOR THE CORRECTNESS OF SAME.  NO EXTRA OR COMPENSATION WILL BE ALLOWED ON ACCOUNT OF DIFFERENCES BETWEEN ACTUAL DIMENSIONS AND THE MEASUREMENTS INDICATED ON THE DRAWINGS.  ANY DISCREPANCIES BETWEEN THE DRAWINGS AND FIELD CONDITIONS WHICH MAY BE FOUND SHALL BE SUBMITTED TO THE ARCHITECT FOR CONSIDERATION AND CLARIFICATION BEFORE PROCEEDING WITH THE WORK. 20. ALL THE ARCHITECT'S DRAWINGS AND CONSTRUCTION NOTES ARE COMPLIMENTARY AND WHAT IS CALLED FOR BY ALL THE ARCHITECT'S DRAWINGS AND CONSTRUCTION NOTES ARE COMPLIMENTARY AND WHAT IS CALLED FOR BY EITHER WILL BE BINDING AS IF CALLED FOR BY ALL.  ANY WORK SHOWN OR REFERRED TO ON ANY ONE DRAWING SHALL BE PROVIDED AS THOUGH SHOWN ON ALL DRAWINGS.  WHENEVER AN ITEM IS SPECIFIED AND/OR SHOWN ON THE DRAWINGS BY DETAIL OR  REFERENCE IT SHALL BE CONSIDERED TYPICAL FOR ANY OTHER ITEMS WHICH ARE OBVIOUSLY INTENDED TO BE THE SAME EVEN THOUGH THEY DO NOT SERVE THE SAME FUNCTION. 21. THE CONTRACTOR SHALL ABIDE BY AND COMPLY WITH THE TRUE INTENT AND  MEANING OF THE DRAWINGS AND THE CONTRACTOR SHALL ABIDE BY AND COMPLY WITH THE TRUE INTENT AND  MEANING OF THE DRAWINGS AND NOTES TAKEN AS A WHOLE AND SHALL NOT AVAIL HIMSELF OF ANY OBVIOUS ERRORS OR OMISSIONS SHOULD ANY EXIST.  SHOULD ANY ERROR OR DISCREPANCY APPEAR OR ANY DOUBT ARISE AS TO THE TRUE MEANING OF THE DRAWING OR NOTES, THE CONTRACTOR SHALL BRING SUCH ITEMS TO THE ATTENTION OF THE ARCHITECT BEFORE SUBMISSION  OF PROPOSAL HE/SHE WILL BE HELD RESPONSIBLE FOR ALL SUCH ITEMS. 22. THE CHARACTER AND SCOPE OF THE WORK ARE ILLUSTRATED BY THE DRAWINGS AND NOTES.  TO INTERPRET AND THE CHARACTER AND SCOPE OF THE WORK ARE ILLUSTRATED BY THE DRAWINGS AND NOTES.  TO INTERPRET AND EXPLAIN THE DRAWINGS OTHER  INFORMATION MAY DEEMED NECESSARY BY THE ARCHITECT AND WILL BE FURNISHED TO THE CONTRACTOR WHEN AND AS REQUIRED BY THE WORK AND IT IS TO BE  UNDERSTOOD THAT SAID ADDITIONAL INFORMATION OR DRAWINGS ARE TO BE OF EQUAL FORCE WITH THESE DRAWINGS. 23. CONTRACTOR TO FOLLOW ARCHITECTS/ENGINEERS SPECIFICATION FOR ALL MATERIALS, FINISHES AND FINISH CONTRACTOR TO FOLLOW ARCHITECTS/ENGINEERS SPECIFICATION FOR ALL MATERIALS, FINISHES AND FINISH PROCESSES WITH NO SUBSTITUTION UNLESS APPROVED BY ARCHITECT OR ENGINEER, IN WRITING. 24. THE STANDARD SPECIFICATIONS OF THE MANUFACTURERS APPROVED FOR USE IN THE PROJECT ARE HEREBY MADE THE STANDARD SPECIFICATIONS OF THE MANUFACTURERS APPROVED FOR USE IN THE PROJECT ARE HEREBY MADE A PART OF THESE NOTES WITH THE  SAME FORCE AND EFFECT AS THOUGH HEREIN WRITTEN OUT IN FULL EXCEPT THAT WHEREVER THE DRAWINGS REQUIRE BETTER QUALITY MATERIALS THESE MORE STRINGENT REQUIREMENTS  SHALL GOVERN. 25. THE CONTRACTOR SHALL NOTIFY THE ARCHITECT IMMEDIATELY IF HE CANNOT FOR ANY REASON COMPLY WITH ALL THE CONTRACTOR SHALL NOTIFY THE ARCHITECT IMMEDIATELY IF HE CANNOT FOR ANY REASON COMPLY WITH ALL THE REQUIREMENTS OF THESE NOTES, DRAWINGS, BUILDING CODES AND GOOD TRADE PRACTICE. 26. THE CONTRACTOR SHALL KEEP THE ARCHITECT INFORMED OF PROGRESS OF WORK.  NO WORK SHALL BE CLOSED THE CONTRACTOR SHALL KEEP THE ARCHITECT INFORMED OF PROGRESS OF WORK.  NO WORK SHALL BE CLOSED OR COVERED UNTIL IT HAS BEEN DULY INSPECTED AND APPROVED.  SHOULD UNINSPECTED WORK BE COVERED THE CONTRACTOR SHALL AT HIS OWN EXPENSE UNCOVER ALL SUCH WORK SO THAT IT CAN BE PROPERLY INSPECTED AND AFTER INSPECTION  HE SHALL PROPERLY REPAIR AND REPLACE ALL WORK INTERFERED WITH, AT HIS/HER COST. 27. SMOKE DETECTING AND CARBON MONOXIDE DETECTOR ALARM DEVICES, SHALL BE INSTALLED IN CONFORMITY SMOKE DETECTING AND CARBON MONOXIDE DETECTOR ALARM DEVICES, SHALL BE INSTALLED IN CONFORMITY WITH ALL APPLICABLE NEW YORK STATE FIRE AND BUILDING CODES. 28. ALL PLUMBING WORK SHALL CONFORM TO THE LATEST 2020 N.Y.S. BUILDING CODE REQUIREMENTS. ALL PLUMBING WORK SHALL CONFORM TO THE LATEST 2020 N.Y.S. BUILDING CODE REQUIREMENTS. 2020 N.Y.S. BUILDING CODE REQUIREMENTS.  N.Y.S. BUILDING CODE REQUIREMENTS. 29. ALL PLUMBING WORK SHALL BE PERFORMED BY A LICENSED PLUMBER. ALL PLUMBING WORK SHALL BE PERFORMED BY A LICENSED PLUMBER. 30. ALL ELECTRICAL WORK SHALL BE PERFORMED BY A LICENSED ELECTRICIAN. ALL ELECTRICAL WORK SHALL BE PERFORMED BY A LICENSED ELECTRICIAN. 31. ELECTRICIAN SHALL OBTAIN  ELECTRICAL PERMITS AND NECESSARY SIGN OFFS ELECTRICIAN SHALL OBTAIN  ELECTRICAL PERMITS AND NECESSARY SIGN OFFS 32. TO THE BEST OF MY KNOWLEDGE AND BELIEF, THE PLANS HAVE BEEN PREPARED IN COMPLIANCE  WITH THE 2020 TO THE BEST OF MY KNOWLEDGE AND BELIEF, THE PLANS HAVE BEEN PREPARED IN COMPLIANCE  WITH THE 2020 2020 NEW YORK ENERGY CONSERVATION CODE AND APPLICABLE SECTIONS OF THE EXISTING BUILDING CODE 33. PROVIDE C.A.I. AND TEMPERED GLASS AS PER SECTION 2406 SAFETY GLAZING OF THE NYS BUILDING CODE. PROVIDE C.A.I. AND TEMPERED GLASS AS PER SECTION 2406 SAFETY GLAZING OF THE NYS BUILDING CODE. 34. ARCHITECT HAS NOT BEEN RETAINED FOR SUPERVISION OF CONSTRUCTION. ARCHITECT HAS NOT BEEN RETAINED FOR SUPERVISION OF CONSTRUCTION. 35. A FINAL SURVEY MUST BE SUBMITTED AT COMPLETION OF JOB BY OWNER OR CONTRACTOR. A FINAL SURVEY MUST BE SUBMITTED AT COMPLETION OF JOB BY OWNER OR CONTRACTOR. 36. FOR EXISTING CONDITIONS SEE "EXISTING CONDITION GENERAL NOTES"   FOR EXISTING CONDITIONS SEE "EXISTING CONDITION GENERAL NOTES"   37. GENERAL CONTRACTOR TO PROVIDE DOUGHNUTS AND COFFEE AT INITIAL SITE MEETING, "DUNKIN DONUTS" OR GENERAL CONTRACTOR TO PROVIDE DOUGHNUTS AND COFFEE AT INITIAL SITE MEETING, "DUNKIN DONUTS" OR APPROVED EQUAL.
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* MUNICIPAL PUBLIC PARKING LOT BEHIND EXISTING BUILDING MUNICIPAL PUBLIC PARKING LOT BEHIND EXISTING BUILDING * METER PARKING AVAILABLE AT FRONT OF BUILDING ON MAIN STREET  METER PARKING AVAILABLE AT FRONT OF BUILDING ON MAIN STREET  
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MOISTURE PROTECTION AND  ASSOCIATED WORK: 1. FLASHING TO BE PROVIDED AT ALL HEADS AND SILLS OF DOORS AND WINDOWS,  CHIMNEYS, GRAVEL STOPS, INCLUDING FLASHING TO BE PROVIDED AT ALL HEADS AND SILLS OF DOORS AND WINDOWS,  CHIMNEYS, GRAVEL STOPS, INCLUDING ALL INTERSECTIONS OF ROOFS WITH VERTICAL  OR SLOPING SURFACES SUCH AS VALLEYS, HIPS,  RIDGES AND OTHER ROOF  PENETRATIONS.  MATERIALS FOR BASE AND CAP FLASHING AT MASONRY TO BE 16  OZ. COPPER AND SILL FLASHING AT DOORS AND WINDOWS TO BE 3 OZ. COPPER  FABRIC MATERIAL UNLESS OTHERWISE APPROVED.  BLIND FLASH WITH APPROVED  MATERIALS ALL INTERSECTING ROOF JUNCTURES.  COORDINATE INSTALLATION OF  ALL FLASHING WITH CARPENTRY, MASONRY AND ROOFING TRADES. 1. SKYLIGHTS TO BE OF SIZES SHOWN ON DRAWINGS, DOUBLE INSULATED,  SELF FLASHING WITH INTEGRAL CURBS RAISED A SKYLIGHTS TO BE OF SIZES SHOWN ON DRAWINGS, DOUBLE INSULATED,  SELF FLASHING WITH INTEGRAL CURBS RAISED A MIN. OF 8" FLAT PITCHED ROOFS. 2. CAULK AND SEAL WITH APPROVED MATERIAL ALL JOINTS AND INTERSECTIONS AS  REQUIRED TO PROVIDE A POSITIVE CAULK AND SEAL WITH APPROVED MATERIAL ALL JOINTS AND INTERSECTIONS AS  REQUIRED TO PROVIDE A POSITIVE BARRIER AGAINST PASSAGE OF MOISTURE AND AIR  AT ALL DOORS, WINDOWS AND OTHER OPENINGS TO THE EXTERIOR. 3. ALL MOISTURE RESISTANT GYP. BD. TO BE "HUMITEK" MOLD RESISTANT SHEET ROCK BRAND OR APPROVED EQUAL. ALL MOISTURE RESISTANT GYP. BD. TO BE "HUMITEK" MOLD RESISTANT SHEET ROCK BRAND OR APPROVED EQUAL. CELLAR, BASEMENT, BELOW GRADE UTILITY ROOMS, BULKHEADS, ETC.
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NOTES:  1. THE EXISTING CONSTRUCTION CLASSIFICATION OF BUILDING AS PER PARAGRAPH 602 OF 2020 THE EXISTING CONSTRUCTION CLASSIFICATION OF BUILDING AS PER PARAGRAPH 602 OF 2020 BUILDING CODE OF NYS, III B (UNPROTECTED) 2. OCCUPANCY CLASSIFICATION COMMERCIAL BUSINESS GROUP 'B' FOR PROPOSED INTERIOR OCCUPANCY CLASSIFICATION COMMERCIAL BUSINESS GROUP 'B' FOR PROPOSED INTERIOR ALTERATION AT  FIRST AND CELLAR FLOOR AS PER PARAGRAPH 302 OF THE 2020 NYS BUILDING CODE 3. THE BUILDING IS NOT SPRINKLERED THE BUILDING IS NOT SPRINKLERED 4. THE BUILDING DOES NOT REQUIRE A FIRE ALARM SYSTEM AS PER: 803.4.1 OF THE 2020 NYS EXIST. THE BUILDING DOES NOT REQUIRE A FIRE ALARM SYSTEM AS PER: 803.4.1 OF THE 2020 NYS EXIST. BUILDING CODE AS WELL AS 907.2.2 OF THE 2020 NYS BUILDING CODE. 5.   ALTERATION LEVEL UNDER THIS APPLICATION IS LEVEL # 2, AS PER CHAPTER 6 OF 2020 E.B.C. OF   ALTERATION LEVEL UNDER THIS APPLICATION IS LEVEL # 2, AS PER CHAPTER 6 OF 2020 E.B.C. OF NYS 6. ZONING DISTRICT BUSINESS "B"ZONING DISTRICT BUSINESS "B"
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IT IS A VIOLATION OF THE NEW YORK STATE EDUCATION LAW ARTICLE 147
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MEANS OF EGRESS ILLUMINATION AS PER SECTION 1008 OF THE NYS BUILDING CODE 1. MEANS OF EGRESS ILLUMINATION:      ILLUMINATION SHALL BE PROVIDED IN THE MEANS OF EGRESS IN ACCORDANCE      WITH SECTION 1008.2. UNDER EMERGENCY POWER, MEANS OF EGRESS ILLUMINATION      SHALL COMPLY WITH SECTION 3. 2. ILLUMINATION REQUIRED:      THE MEANS OF EGRESS SERVING A ROOM OR SPACE SHALL BE ILLUMINATED AT      ALL TIMES THAT THE ROOM OR SPACE IS OCCUPIED.      EXCEPTIONS: EXCEPTIONS:      1. OCCUPANCIES IN GROUP U.      2. AISLE ACCESSWAYS IN GROUP A.      3. DWELLING UNITS AND SLEEPING UNITS IN GROUPS R-1, R-2 AND R-3.      4. SLEEPING UNITS OF GROUP I OCCUPANCIES. 
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REQUIRED ILLUMINATION IS AUTOMATICALLY RESTORED UPON ACTIVATION OF A PREMISES’ FIRE ALARM SYSTEM: FIRE ALARM SYSTEM: 1. EXTERNALLY ILLUMINATED WALKING SURFACES SHALL BE   PERMITTED TO BE ILLUMINATED TO NOT LESS THAN 0.2   FOOTCANDLE (2.15 LUX). 2. STEPS, LANDINGS AND THE SIDES OF RAMPS SHALL BE PERMITTED    TO BE MARKED WITH SELF-LUMINOUS MATERIALS IN ACCORDANCE    WITH SECTIONS 1025.2.1, 1025.2.2 AND 1025.2.4 BY SYSTEMS LISTED IN    ACCORDANCE WITH UL 1994. 2.2 EXIT DISCHARGE: IN GROUP I-2 OCCUPANCIES WHERE TWO OR MORE EXITS ARE REQUIRED, ON THE EXTERIOR LANDINGS REQUIRED     BY SECTION 1010.6.1, MEANS OF EGRESS ILLUMINATION LEVELS FOR THE EXIT DISCHARGE SHALL BE PROVIDED SUCH THAT FAILURE OF ANY SINGLE LIGHTING UNIT SHALL NOT REDUCE THE ILLUMINATION LEVEL ON THAT LANDING TO LESS THAN 1 FOOTCANDLE (11 LUX). 
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2.1 ILLUMINATION LEVEL UNDER NORMAL POWER THE MEANS OF EGRESS ILLUMINATION LEVEL SHALL BE NOT LESS THAN 1 FOOTCANDLE (11 LUX) AT THE WALKING SURFACE. EXCEPTION: FOR AUDITORIUMS, THEATERS, CONCERT OR OPERA  FOR AUDITORIUMS, THEATERS, CONCERT OR OPERA     HALLS AND SIMILAR ASSEMBLY OCCUPANCIES, THE           ILLUMINATION AT THE WALKING SURFACE IS PERMITTED           TO BE REDUCED DURING PERFORMANCES BY ONE OF             THE FOLLOWING METHODS PROVIDED THAT THE           THE FOLLOWING METHODS PROVIDED THAT THE 
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1 PER 25 FOR THE FIRST 50, AND 1 PER 50 FOR THE REMAINDER EXCEEDING 50 
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1 PER 1,00  OR DRINKING WATER PROVIDED IN A CONTAINER FREE OF CHARGE
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1 PER 40 FOR THE FIRST 80 AND 1 PER 80 FOR THE REMAINDER EXCEEDING 50 

AutoCAD SHX Text
1010.1 DOORS. MEANS OF EGRESS DOORS SHALL MEET THE REQUIREMENTS OF THIS SECTION. DOORS SERVING A MEANS OF EGRESS SYSTEM SHALL MEET THE REQUIREMENTS OF THIS SECTION AND SECTION 1022.2. DOORS PROVIDED FOR EGRESS PURPOSES IN NUMBERS GREATER THAN REQUIRED BY THIS CODE SHALL MEET THE REQUIREMENTS OF THIS SECTION.  MEANS OF EGRESS DOORS SHALL BE READILY DISTINGUISHABLE FROM THE ADJACENT CONSTRUCTION AND FINISHES SUCH THAT THE DOORS ARE EASILY RECOGNIZABLE AS DOORS. MIRRORS OR SIMILAR REFLECTING MATERIALS SHALL NOT BE USED ON MEANS OF EGRESS DOORS. MEANS OF EGRESS DOORS SHALL NOT BE CONCEALED BY CURTAINS, DRAPES, DECORATIONS OR SIMILAR MATERIALS. 1010.1.1 SIZE OF DOORS. THE REQUIRED CAPACITY OF EACH DOOR OPENING SHALL BE SUFFICIENT FOR THE OCCUPANT  LOAD THEREOF AND SHALL PROVIDE A MINIMUM CLEAR WIDTH OF LOAD THEREOF AND SHALL PROVIDE A MINIMUM CLEAR WIDTH OF 32 INCHES (813 MM). CLEAR  OPENINGS OF DOORWAYS WITH SWINGING DOORS SHALL OPENINGS OF DOORWAYS WITH SWINGING DOORS SHALL BE MEASURED BETWEEN THE FACE OF  THE DOOR AND THE STOP, WITH THE DOOR THE DOOR AND THE STOP, WITH THE DOOR OPEN 90 DEGREES (1.57 RAD). WHERE THIS   SECTION REQUIRES A MINIMUM SECTION REQUIRES A MINIMUM CLEAR WIDTH OF 32 INCHES (813 MM) AND A DOOR OPENING  INCLUDES TWO DOOR INCLUDES TWO DOOR LEAVES WITHOUT A MULLION, ONE LEAF SHALL PROVIDE A CLEAR OPENING  WIDTH WIDTH OF 32 INCHES (813 MM). THE MAXIMUM WIDTH OF A SWINGING DOOR LEAF SHALL BE 48 INCHES (1219 MM) NOMINAL. MEANS OF EGRESS DOORS IN A GROUP I-2 OCCUPANCY USED FOR  THE MOVEMENT OF BEDS SHALL PROVIDE A CLEAR WIDTH THE MOVEMENT OF BEDS SHALL PROVIDE A CLEAR WIDTH NOT LESS THAN 41 / INCHES (1054  MM). THE HEIGHT OF DOOR OPENINGS SHALL MM). THE HEIGHT OF DOOR OPENINGS SHALL BE NOT LESS THAN 80 INCHES (2032 MM).
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1010.1.1.1 PROJECTIONS INTO CLEAR WIDTH. THERE SHALL NOT BE PROJECTIONS INTO THE REQUIRED CLEAR WIDTH LOWER THAN 34 INCHES (864 MM) ABOVE THE FLOOR OR GROUND. PROJECTIONS INTO THE CLEAR OPENING WIDTH BETWEEN 34 INCHES (864 MM) AND 80 INCHES (2032 MM) ABOVE THE FLOOR OR GROUND SHALL NOT EXCEED 4 INCHES (102 MM). EXCEPTION: DOOR CLOSERS AND DOOR STOPS SHALL BE PERMITTED TO BE 78 INCHES (1980 MM) MINIMUM ABOVE THE FLOOR.
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1010.1.2 DOOR SWING

AutoCAD SHX Text
EGRESS DOORS SHALL BE OF THE PIVOTED OR SIDE-HINGED SWINGING TYPE. 
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1010.1.2.1 DIRECTION OF SWING. PIVOT OR SIDE-HINGED SWINGING DOORS SHALL SWING IN THE DIRECTION OF EGRESS TRAVEL WHERE SERVING A ROOM OR AREA CONTAINING AN OCCUPANT LOAD OF 50 OR MORE PERSONS OR A GROUP H OCCUPANCY.
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1010.1.3 DOOR OPENING FORCE. THE FORCE FOR PUSHING OR PULLING OPEN INTERIOR SWINGING EGRESS DOORS, OTHER THAN FIRE DOORS, SHALL NOT EXCEED 5 POUNDS (22 N). THESE FORCES DO NOT APPLY TO THE FORCE REQUIRED TO RETRACT LATCH BOLTS OR DISENGAGE OTHER DEVICES THAT HOLD THE DOOR IN A CLOSED POSITION. FOR OTHER SWINGING DOORS, AS WELL A SLIDING AND FOLDING DOORS, THE DOOR LATCH SHALL RELEASE WHEN SUBJECTED TO A 15-POUND (67 N) FORCE. THE DOOR SHALL BE SET IN MOTION WHEN SUBJECTED TO A 30-POUND (133 N) FORCE. THE DOOR SHALL SWING TO A FULL OPEN POSITION WHEN SUBJECTED TO A 15-POUND (67 N) FORCE. 1010.1.3.1 LOCATION OF APPLIED FORCES. FORCES SHALL BE APPLIED TO THE LATCH SIDE OF THE DOOR.
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1010.1.4.4 SECURITY GRILLES. IN GROUPS B, F, M AND S, HORIZONTAL SLIDING OR VERTICAL SECURITY GRILLES ARE PERMITTED AT THE MAIN EXIT AND SHALL BE OPENABLE FROM THE INSIDE WITHOUT THE USE OF A KEY OR SPECIAL KNOWLEDGE OR EFFORT DURING PERIODS THAT THE SPACE IS OCCUPIED. THE GRILLES SHALL REMAIN SECURED IN THE FULL-OPEN POSITION DURING THE PERIOD OF OCCUPANCY BY THE GENERAL PUBLIC. WHERE TWO OR MORE MEANS OF EGRESS ARE REQUIRED, NOT MORE THAN ONE-HALF OF THE EXITS OR EXIT ACCESS SHALL BE EQUIPPED WITH HORIZONTAL SLIDING OR VERTICAL SECURITY GRILLES.
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1010.1.5 FLOOR ELEVATION. THERE SHALL BE A FLOOR OR LANDING ON EACH SIDE OF A DOOR. SUCH FLOOR OR LANDING SHALL BE AT THE SAME ELEVATION ON EACH SIDE OF THE DOOR. LANDINGS SHALL BE LEVEL EXCEPT FOR EXTERIOR LANDINGS, WHICH ARE PERMITTED TO HAVE A SLOPE NOT TO EXCEED 0.25 UNIT VERTICAL IN 12 UNITS HORIZONTAL (2-PERCENT SLOPE). 1103.2.9 AND SERVING AN OCCUPANT LOAD OF FIVE OR LESS SHALL BE PERMITTED TO HAVE A LANDING ON ONE SIDE TO BE NOT MORE THAN 7 INCHES (178 MM) ABOVE OR BELOW THE LANDING ON THE EGRESS SIDE OF THE DOOR.
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1010.1.6 LANDINGS AT DOORS. LANDINGS SHALL HAVE A WIDTH NOT LESS THAN THE WIDTH OF THE STAIRWAY OR THE DOOR, WHICHEVER IS GREATER. DOORS IN THE FULLY OPEN POSITION SHALL NOT REDUCE A REQUIRED DIMENSION BY MORE THAN 7 INCHES (178 MM). WHERE A LANDING SERVES AN OCCUPANT LOAD OF 50 OR MORE, DOORS IN ANY POSITION SHALL NOT REDUCE THE LANDING TO LESS THAN ONE-HALF ITS REQUIRED WIDTH. LANDINGS SHALL HAVE A LENGTH MEASURED IN THE DIRECTION OF TRAVEL OF NOT LESS THAN 44 INCHES (1118 MM). EXCEPTION: LANDING LENGTH IN THE DIRECTION OF TRAVEL IN GROUPS R-3 AND U AND  WITHIN INDIVIDUAL UNITS OF GROUP R-2 NEED NOT EXCEED WITHIN INDIVIDUAL UNITS OF GROUP R-2 NEED NOT EXCEED 36 INCHES (914 MM). 1010.1.7 THRESHOLDS. THRESHOLDS AT DOORWAYS SHALL NOT EXCEED / INCH (19.1 MM) IN HEIGHT ABOVE THE FINISHED FLOOR OR LANDING FOR SLIDING DOORS SERVING DWELLING UNITS OR / INCH (12.7 MM) ABOVE THE FINISHED FLOOR OR LANDING FOR OTHER DOORS. RAISED THRESHOLDS AND FLOOR LEVEL CHANGES GREATER THAN / INCH (6.4 MM) AT DOORWAYS SHALL BE BEVELED WITH A SLOPE NOT GREATER THAN ONE UNIT VERTICAL IN TWO UNITS HORIZONTAL (50-PERCENT SLOPE).
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1010.1.9 DOOR OPERATIONS. EXCEPT AS SPECIFICALLY PERMITTED BY THIS SECTION, EGRESS DOORS SHALL BE READILY OPENABLE FROM THE EGRESS SIDE WITHOUT THE USE OF A KEY OR SPECIAL KNOWLEDGE OR EFFORT. 1010.1.9.1 HARDWARE. DOOR HANDLES, PULLS, LATCHES, LOCKS AND OTHER OPERATING DEVICES ON DOORS REQUIRED TO BE ACCESSIBLE BY CHAPTER 11 SHALL NOT REQUIRE TIGHT GRASPING, TIGHT PINCHING OR TWISTING OF THE WRIST TO OPERATE. 1010.1.9.2 HARDWARE HEIGHT. DOOR HANDLES, PULLS, LATCHES, LOCKS AND OTHER OPERATING DEVICES SHALL BE INSTALLED 34 INCHES (864MM) MINIMUM AND 48 INCHES (1219 MM) MAXIMUM ABOVE THE FINISHED FLOOR. LOCKS USED ONLY FOR SECURITY PURPOSES AND NOT USED FOR NORMAL OPERATION ARE PERMITTED AT ANY HEIGHT.  EXCEPTION: ACCESS DOORS OR GATES IN BARRIER WALLS AND FENCES PROTECTING POOLS, SPAS AND HOT TUBS SHALL BE PERMITTED TO HAVE OPERABLE PARTS OF THE RELEASE OF LATCH ON SELF-LATCHING   DEVICES AT 54 INCHES (1370 MM) MAXIMUM ABOVE THE FINISHED FLOOR OR GROUND, PROVIDED THE SELF-LATCHING DEVICES ARE NOT ALSO  SELF-LOCKING DEVICES OPERATED BY MEANS OF A KEY, ELECTRONIC  OPENER OR INTEGRAL COMBINATION LOCK.
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1010.1.9.3 LOCKS AND LATCHES. LOCKS AND LATCHES SHALL BE PERMITTED TO PREVENT OPERATION OF DOORS WHERE ANY OF THE FOLLOWING EXIST: 1. PLACES OF DETENTION OR RESTRAINT. 2. IN BUILDINGS IN OCCUPANCY GROUP A HAVING AN OCCUPANT LOAD OF 300 OR LESS, GROUPS B, F, M AND S, AND IN PLACES OF RELIGIOUS WORSHIP, THE MAIN DOOR OR DOORS ARE PERMITTED TO BE EQUIPPED WITH KEY-OPERATED LOCKING DEVICES FROM THE EGRESS SIDE PROVIDED: 2.1. THE LOCKING DEVICE IS READILY DISTINGUISHABLE AS LOCKED. 2.2. A READILY VISIBLE DURABLE SIGN IS POSTED ON THE EGRESS SIDE ON OR ADJACENT TO THE DOOR STATING: THIS DOOR TO REMAIN UNLOCKED WHEN THIS SPACE IS OCCUPIED. THE SIGN SHALL BE IN LETTERS 1 INCH (25 MM) HIGH ON A CONTRASTING BACKGROUND. 2.3. THE USE OF THE KEY-OPERATED LOCKING DEVICE IS REVOCABLE BY THE BUILDING OFFICIAL FOR DUE\ CAUSE. 3. WHERE EGRESS DOORS ARE USED IN PAIRS, APPROVED AUTOMATIC FLUSH BOLTS SHALL BE PERMITTED TO BE USED, PROVIDED THAT THE DOOR LEAF HAVING THE AUTOMATIC FLUSH BOLTS DOES NOT HAVE A DOORKNOB OR SURFACE-MOUNTED HARDWARE.
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4. DOORS FROM INDIVIDUAL DWELLING OR SLEEPING UNITS OF GROUP R OCCUPANCIES HAVING AN OCCUPANT LOAD OF 10 OR LESS ARE PERMITTED TO BE EQUIPPED WITH A NIGHT LATCH, DEAD BOLT OR SECURITY CHAIN, PROVIDED SUCH DEVICES ARE OPENABLE FROM THE INSIDE WITHOUT THE USE OF A KEY OR TOOL. 5. FIRE DOORS AFTER THE MINIMUM ELEVATED TEMPERATURE HAS DISABLED THE UNLATCHING MECHANISM IN ACCORDANCE WITH LISTED FIRE DOOR TEST PROCEDURES.
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1010.1.9.4 BOLT LOCKS. MANUALLY OPERATED FLUSH BOLTS OR SURFACE BOLTS ARE NOT PERMITTED. EXCEPTIONS: 1. ON DOORS NOT REQUIRED FOR EGRESS IN INDIVIDUAL DWELLING UNITS OR SLEEPING  UNITS. UNITS. 2. WHERE A PAIR OF DOORS SERVES A STORAGE OR EQUIPMENT ROOM, MANUALLY OPERATED EDGE- OR SURFACE-MOUNTED BOLTS ARE   PERMITTED ON THE INACTIVE LEAF. 3. WHERE A PAIR OF DOORS SERVES AN OCCUPANT LOAD OF LESS THAN 50 PERSONS IN A GROUP B, F OR S OCCUPANCY, MANUALLY OPERATED EDGE- OR SURFACE-MOUNTED BOLTS ARE PERMITTED ON THE INACTIVE LEAF. THE INACTIVE LEAF SHALL NOT CONTAIN  DOORKNOBS, PANIC BARS DOORKNOBS, PANIC BARS OR SIMILAR OPERATING HARDWARE. 4. WHERE A PAIR OF DOORS SERVES A GROUP B, F OR S OCCUPANCY,  MANUALLY OPERATED EDGE- OR SURFACE-MOUNTED BOLTS ARE   PERMITTED ON THE INACTIVE LEAF PROVIDED SUCH INACTIVE LEAF IS NOT NEEDED TO MEET EGRESS CAPACITY  REQUIREMENTS AND THE BUILDING IS REQUIREMENTS AND THE BUILDING IS EQUIPPED THROUGHOUT WITH AN AUTOMATIC SPRINKLER SYSTEM IN  ACCORDANCE WITH SECTION 903.3.1.1. THE INACTIVE LEAF SHALL NOT CONTAIN DOORKNOBS, PANIC BARS OR SIMILAR OPERATING   HARDWARE.
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1010.1.9.5 UNLATCHING. THE UNLATCHING OF ANY DOOR OR LEAF SHALL NOT REQUIRE MORE THAN ONE OPERATION.
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1010.1.9.11 STAIRWAY DOORS. INTERIOR STAIRWAY MEANS OF EGRESS DOORS SHALL BE OPENABLE FROM BOTH SIDES WITHOUT THE USE OF A KEY OR SPECIAL KNOWLEDGE OR EFFORT. EXCEPTIONS: 1. STAIRWAY DISCHARGE DOORS SHALL BE OPENABLE FROM THE EGRESS SIDE AND SHALL  ONLY BE LOCKED FROM THE OPPOSITE SIDE. ONLY BE LOCKED FROM THE OPPOSITE SIDE. 2. THIS SECTION SHALL NOT APPLY TO DOORS ARRANGED IN    ACCORDANCE WITH SECTION 403.5.3. 3. IN STAIRWAYS SERVING NOT MORE THAN FOUR STORIES, DOORS ARE  PERMITTED TO BE  LOCKED FROM THE SIDE OPPOSITE THE EGRESS SIDE, LOCKED FROM THE SIDE OPPOSITE THE EGRESS SIDE, PROVIDED THEY ARE OPENABLE FROM THE EGRESS SIDE AND CAPABLE OF BEING UNLOCKED SIMULTANEOUSLY WITHOUT UNLATCHING UPON A  SIGNAL FROM THE FIRE COMMAND CENTER, IF PRESENT, OR A SIGNAL BY EMERGENCY PERSONNEL FROM A SINGLE LOCATION INSIDE THE MAIN ENTRANCE TO THE BUILDING. 4. STAIRWAY EXIT DOORS SHALL BE OPENABLE FROM THE EGRESS SIDE AND SHALL ONLY  BE LOCKED FROM THE OPPOSITE SIDE IN GROUP B, F, M BE LOCKED FROM THE OPPOSITE SIDE IN GROUP B, F, M AND S OCCUPANCIES WHERE  THE ONLY INTERIOR ACCESS TO THE  THE ONLY INTERIOR ACCESS TO THE  TENANT SPACE IS FROM A SINGLE EXIT STAIRWAY   WHERE   WHERE   PERMITTED IN SECTION 1006.3.2. 5. STAIRWAY EXIT DOORS SHALL BE OPENABLE FROM THE EGRESS SIDE AND SHALL ONLY  BE LOCKED FROM THE OPPOSITE SIDE IN GROUP R-2 BE LOCKED FROM THE OPPOSITE SIDE IN GROUP R-2 OCCUPANCIES WHERE THE ONLY  INTERIOR ACCESS TO THE DWELLING UNIT INTERIOR ACCESS TO THE DWELLING UNIT S FROM A SINGLE EXIT STAIRWAY WHERE PERMITTED IN SECTION 1006.3.2.
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1010.1.10 PANIC AND FIRE EXIT HARDWARE. DOORS SERVING A GROUP H OCCUPANCY AND DOORS SERVING ROOMS OR SPACES WITH AN OCCUPANT LOAD OF 50 OR MORE IN A GROUP A OR E OCCUPANCY SHALL NOT BE PROVIDED WITH A LATCH OR LOCK OTHER THAN PANIC HARDWARE OR FIRE EXIT HARDWARE. EXCEPTIONS: 1. A MAIN EXIT OF A GROUP A OCCUPANCY SHALL BE PERMITTED TO BE LOCKING IN ACCORDANCE WITH SECTION 1010.1.9.3, ITEM 2. 2. DOORS SERVING A GROUP A OR E OCCUPANCY SHALL BE PERMITTED TO BE ELECTROMAGNETICALLY LOCKED IN ACCORDANCE WITH SECTION 1010.1.9.9. ELECTRICAL ROOMS WITH EQUIPMENT RATED 1,200 AMPERES OR MORE AND OVER 6 FEET (1829 MM) WIDE, AND THAT CONTAIN    OVERCURRENT DEVICES, SWITCHING DEVICES OR CONTROL DEVICES WITH EXIT OR EXIT ACCESS DOORS, SHALL BE EQUIPPED WITH PANIC   HARDWARE OR FIRE EXIT HARDWARE. THE DOORS SHALL SWING IN THE  DIRECTION OF EGRESS TRAVEL.
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1010.1.10.1 INSTALLATION. WHERE PANIC OR FIRE EXIT HARDWARE IS INSTALLED, IT SHALL COMPLY WITH THE FOLLOWING: 1. PANIC HARDWARE SHALL BE LISTED IN ACCORDANCE WITH UL 305. 2. FIRE EXIT HARDWARE SHALL BE LISTED IN ACCORDANCE WITH UL 10C AND UL 305. 3. THE ACTUATING PORTION OF THE RELEASING DEVICE SHALL EXTEND NOT LESS THAN ONE-HALF OF THE DOOR LEAF WIDTH. 4. THE MAXIMUM UNLATCHING FORCE SHALL NOT EXCEED 15 POUNDS (67 N).
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1010.1.10.2 BALANCED DOORS. IF BALANCED DOORS ARE USED AND PANIC HARDWARE IS REQUIRED, THE PANIC HARDWARE SHALL BE THE PUSHPAD TYPE AND THE PAD SHALL NOT EXTEND MORE THAN ONE-HALF THE WIDTH OF THE DOOR MEASURED FROM THE LATCH SIDE.
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DOORS, GATES AND TURNSTILES AS PER SECTION 1010 OF THE NYS BUILDING CODE
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WEATHER PROTECTION AS PER SECTION 1503 OF THE NYS BUILDING CODE
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1503.1 GENERAL. ROOF DECKS SHALL BE COVERED WITH APPROVED ROOF COVERINGS SECURED TO THE BUILDING OR STRUCTURE IN ACCORDANCE WITH THE PROVISIONS OF THIS CHAPTER. ROOF COVERINGS SHALL BE DESIGNED AND INSTALLED IN ACCORDANCE WITH THIS CODE AND THE APPROVED MANUFACTURER’S INSTRUCTIONS SUCH THAT THE ROOF S INSTRUCTIONS SUCH THAT THE ROOF COVERING SHALL SERVE TO PROTECT THE BUILDING OR STRUCTURE. 1503.2 FLASHING. FLASHING SHALL BE INSTALLED IN SUCH A MANNER SO AS TO PREVENT MOISTURE ENTERING THE WALL AND ROOF THROUGH JOINTS IN COPINGS, THROUGH MOISTURE-PERMEABLE MATERIALS AND AT INTERSECTIONS WITH PARAPET WALLS AND OTHER PENETRATIONS THROUGH THE ROOF PLANE. 1503.2.1 LOCATIONS. FLASHING SHALL BE INSTALLED AT WALL AND ROOF INTERSECTIONS, AT GUTTERS, WHEREVER THERE IS A CHANGE IN ROOF SLOPE OR DIRECTION AND AROUND ROOF OPENINGS. WHERE FLASHING IS OF METAL, THE METAL SHALL BE CORROSION RESISTANT WITH A THICKNESS OF NOT LESS THAN 0.019 INCH (0.483 MM) (NO. 26 GALVANIZED SHEET). 1503.3 COPING. PARAPET WALLS SHALL BE PROPERLY COPED WITH NONCOMBUSTIBLE, WEATHERPROOF MATERIALS OF A WIDTH NO LESS THAN THE THICKNESS OF THE PARAPET WALL. [P] 1503.4 ROOF DRAINAGE. DESIGN AND INSTALLATION OF ROOF DRAINAGE SYSTEMS SHALL COMPLY WITH SECTION 1503 OF THIS CODE AND SECTIONS 1106 AND 1108, AS APPLICABLE, OF THE INTERNATIONAL PLUMBING CODE. [P] 1503.4.1 SECONDARY (EMERGENCY OVERFLOW) DRAINS OR SCUPPERS. WHERE ROOF DRAINS ARE REQUIRED, SECONDARY (EMERGENCY OVERFLOW) ROOF DRAINS OR SCUPPERS SHALL BE PROVIDED WHERE THE ROOF PERIMETER CONSTRUCTION EXTENDS ABOVE THE ROOF IN SUCH A MANNER THAT WATER WILL BE ENTRAPPED IF THE PRIMARY DRAINS ALLOW BUILDUP FOR ANY REASON. THE INSTALLATION AND SIZING OF SECONDARY EMERGENCY OVERFLOW DRAINS, LEADERS AND CONDUCTORS SHALL COMPLY WITH SECTIONS 1106 AND 1108, AS APPLICABLE, OF THE INTERNATIONAL PLUMBING CODE. 1503.4.2 SCUPPERS. WHEN SCUPPERS ARE USED FOR SECONDARY (EMERGENCY OVERFLOW) ROOF DRAINAGE, THE QUANTITY, SIZE, LOCATION AND INLET ELEVATION OF THE SCUPPERS SHALL BE SIZED TO PREVENT THE DEPTH OF PONDING WATER FROM EXCEEDING THAT FOR WHICH THE ROOF WAS DESIGNED AS DETERMINED BY SECTION 1611.1. SCUPPERS SHALL NOT HAVE AN OPENING DIMENSION OF LESS THAN 4 INCHES (102 MM). THE FLOW THROUGH THE PRIMARY SYSTEM SHALL NOT BE CONSIDERED WHEN LOCATING AND SIZING SCUPPERS. 1503.4.3 GUTTERS. GUTTERS AND LEADERS PLACED ON THE OUTSIDE OF BUILDINGS, OTHER THAN GROUP R-3, PRIVATE GARAGES AND BUILDINGS OF TYPE V CONSTRUCTION, SHALL BE OF NONCOMBUSTIBLE MATERIAL OR A MINIMUM OF SCHEDULE 40 PLASTIC PIPE.

AutoCAD SHX Text
A. THE FIXTURES SHOWN ARE BASED ON ONE FIXTURE BEING THE MINIMUM REQUIRED FOR THE NUMBER OF PERSONS INDICATED OR ANY FRACTION OF THE NUMBER OF PERSONS INDICATED. THE NUMBER OF OCCUPANTS SHALL BE DETERMINED BY THE INTERNATIONAL BUILDING CODE. B. TOILET FACILITIES FOR EMPLOYEES SHALL BE SEPARATE FROM FACILITIES FOR INMATES OR CARE RECIPIENTS. C. A SINGLE-OCCUPANT TOILET ROOM WITH ONE WATER CLOSET AND ONE LAVATORY SERVING NOT MORE THAN TWO ADJACENT PATIENT SLEEPING UNITS SHALL BE PERMITTED PROVIDED THAT EACH PATIENT SLEEPING UNIT HAS DIRECT ACCESS TO THE TOILET ROOM AND PROVISION FOR PRIVACY FOR THE TOILET ROOM USER IS PROVIDED. D. THE OCCUPANT LOAD FOR SEASONAL OUTDOOR SEATING AND ENTERTAINMENT AREAS SHALL BE INCLUDED WHEN DETERMINING THE MINIMUM NUMBER OF FACILITIES REQUIRED. E. FOR BUSINESS AND MERCANTILE OCCUPANCIES WITH AN OCCUPANT LOAD OF 15 OR FEWER, SERVICE SINKS SHALL NOT BE REQUIRED. 403.1.1 FIXTURE CALCULATIONS. TO DETERMINE THE OCCUPANT LOAD OF EACH SEX, THE TOTAL OCCUPANT LOAD SHALL BE DIVIDED IN HALF. TO DETERMINE THE REQUIRED NUMBER OF FIXTURES, THE FIXTURE RATIO OR RATIOS FOR EACH FIXTURE TYPE SHALL BE APPLIED TO THE OCCUPANT LOAD OF EACH SEX IN ACCORDANCE WITH TABLE 403.1. FRACTIONAL NUMBERS RESULTING FROM APPLYING THE FIXTURE RATIOS OF TABLE 403.1 SHALL BE ROUNDED UP TO THE NEXT WHOLE NUMBER. FOR CALCULATIONS INVOLVING MULTIPLE OCCUPANCIES, SUCH FRACTIONAL NUMBERS FOR EACH OCCUPANCY SHALL FIRST BE SUMMED AND THEN ROUNDED UP TO THE NEXT WHOLE NUMBER. EXCEPTION: THE TOTAL OCCUPANT LOAD SHALL NOT BE REQUIRED TO BE DIVIDED IN HALF WHERE APPROVED STATISTICAL DATA INDICATES A  DISTRIBUTION OF THE SEXES OF OTHER THAN 50 PERCENT OF EACH SEX. 403.1.2 FAMILY OR ASSISTED-USE TOILET AND BATH FIXTURES. FIXTURES LOCATED WITHIN FAMILY OR ASSISTED-USE TOILET AND BATHING ROOMS REQUIRED BY SECTION 1109.2.1 OF THE INTERNATIONAL BUILDING CODE ARE PERMITTED TO BE INCLUDED IN THE NUMBER OF REQUIRED FIXTURES FOR EITHER THE MALE OR FEMALE OCCUPANTS IN ASSEMBLY AND MERCANTILE OCCUPANCIES. 403.2 SEPARATE FACILITIES. WHERE PLUMBING FIXTURES ARE REQUIRED, SEPARATE FACILITIES SHALL BE PROVIDED FOR EACH SEX. EXCEPTIONS: 1. SEPARATE FACILITIES SHALL NOT BE REQUIRED FOR DWELLING UNITS  AND SLEEPING UNITS. 2. SEPARATE FACILITIES SHALL NOT BE REQUIRED IN STRUCTURES OR  TENANT SPACES WITH A TOTAL OCCUPANT LOAD, INCLUDING BOTH   EMPLOYEES AND CUSTOMERS, OF 15 OR FEWER. 3. SEPARATE FACILITIES SHALL NOT BE REQUIRED IN MERCANTILE   OCCUPANCIES IN WHICH  THE MAXIMUM OCCUPANT LOAD IS 100 OR FEWER. THE MAXIMUM OCCUPANT LOAD IS 100 OR FEWER. 403.2.1 FAMILY OR ASSISTED-USE TOILET FACILITIES SERVING AS SEPARATE FACILITIES. WHERE A BUILDING OR TENANT SPACE REQUIRES A SEPARATE TOILET FACILITY FOR EACH SEX AND EACH TOILET FACILITY IS REQUIRED TO HAVE ONLY ONE WATER CLOSET, TWO FAMILY OR ASSISTED-USE TOILET FACILITIES SHALL BE PERMITTED TO SERVE AS THE REQUIRED SEPARATE FACILITIES. FAMILY OR ASSISTED-USE TOILET FACILITIES SHALL NOT BE REQUIRED TO BE IDENTIFIED FOR EXCLUSIVE USE BY EITHER SEX AS REQUIRED BY SECTION 403.4.
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SAFETY GLAZING AS PER SECTION 2406 OF THE NYS BUILDING CODE
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2406.1 HUMAN IMPACT LOADS. INDIVIDUAL GLAZED AREAS, INCLUDING GLASS MIRRORS, IN HAZARDOUS LOCATIONS AS DEFINED IN SECTION 2406.4 SHALL COMPLY WITH SECTIONS 2406.1.1 THROUGH 2406.1.4. EXCEPTION: MIRRORS AND OTHER GLASS PANELS MOUNTED OR HUNG ON A SURFACE THAT PROVIDES A CONTINUOUS BACKING SUPPORT.
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2406.3 IDENTIFICATION OF SAFETY GLAZING. EXCEPT AS INDICATED IN SECTION 2406.3.1, EACH PANE OF SAFETY GLAZING INSTALLED IN HAZARDOUS LOCATIONS SHALL BE IDENTIFIED BY A MANUFACTURER’S DESIGNATION SPECIFYING WHO S DESIGNATION SPECIFYING WHO APPLIED THE DESIGNATION, THE MANUFACTURER OR INSTALLER AND THE SAFETY GLAZING STANDARD WITH WHICH IT COMPLIES, AS WELL AS THE INFORMATION SPECIFIED IN SECTION 2403.1. THE DESIGNATION SHALL BE ACID ETCHED, SAND BLASTED, CERAMIC FIRED, LASER ETCHED, EMBOSSED OR OF A TYPE THAT ONCE APPLIED, CANNOT BE REMOVED WITHOUT BEING DESTROYED. A LABEL MEETING THE REQUIREMENTS OF THIS SECTION SHALL BE PERMITTED IN LIEU OF THE MANUFACTURER’S S DESIGNATION.
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EXCEPTIONS: 1. FOR OTHER THAN TEMPERED GLASS, MANUFACTURER’S DESIGNATIONS ARE S DESIGNATIONS ARE NOT REQUIRED, PROVIDED THE BUILDING OFFICIAL APPROVES THE USE OF A CERTIFICATE, AFFIDAVIT  OR OTHER EVIDENCE CONFIRMING   OR OTHER EVIDENCE CONFIRMING   COMPLIANCE WITH THIS CODE. 2. TEMPERED SPANDREL GLASS IS PERMITTED TO BE IDENTIFIED BY THE MANUFACTURER WITH A REMOVABLE PAPER DESIGNATION. 2406.3.1   MULTIPANE ASSEMBLIES. MULTIPANE GLAZED ASSEMBLIES HAVING   INDIVIDUAL PANES NOT  EXCEEDING 1 SQUARE  FOOT (0.09 M ) IN   EXCEEDING 1 SQUARE  FOOT (0.09 M ) IN   FOOT (0.09 M ) IN   EXPOSED AREAS SHALL HAVE AT LEAST ONE PANE IN THE ASSEMBLY  MARKED AS INDICATED IN SECTION 2406.3. OTHER PANES IN THE   ASSEMBLY SHALL BE MARKED “CPSC 16 CFR PART 1201” OR “ANSI Z97.1,” AS CPSC 16 CFR PART 1201” OR “ANSI Z97.1,” AS OR “ANSI Z97.1,” AS ANSI Z97.1,” AS AS APPROPRIATE. 2406.4 HAZARDOUS LOCATIONS. THE LOCATIONS SPECIFIED IN SECTIONS 2406.4.1 THROUGH 2406.4.7 SHALL BE CONSIDERED SPECIFIC HAZARDOUS LOCATIONS REQUIRING SAFETY GLAZING MATERIALS. 2406.4.1 GLAZING IN DOORS. GLAZING IN ALL FIXED AND OPERABLE PANELS OF SWINGING, SLIDING AND BIFOLD DOORS SHALL BE CONSIDERED A HAZARDOUS LOCATION. EXCEPTIONS: 1. GLAZED OPENINGS OF A SIZE THROUGH WHICH A 3-INCH-DIAMETER (76 MM) SPHERE  IS UNABLE TO PASS. IS UNABLE TO PASS. 2. DECORATIVE GLAZING. 3. GLAZING MATERIALS USED AS CURVED GLAZED PANELS IN REVOLVING DOORS. 4. COMMERCIAL REFRIGERATED CABINET GLAZED DOORS.
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2406.4.2 GLAZING ADJACENT TO DOORS. GLAZING IN AN INDIVIDUAL FIXED OR OPERABLE PANEL ADJACENT TO A DOOR WHERE THE NEAREST VERTICAL EDGE OF THE GLAZING IS WITHIN A 24-INCH (610 MM) ARC OF EITHER VERTICAL EDGE OF THE DOOR IN A CLOSED POSITION AND WHERE THE BOTTOM EXPOSED EDGE OF THE GLAZING IS LESS THAN 60 INCHES (1524 MM) ABOVE THE WALKING SURFACE SHALL BE CONSIDERED A HAZARDOUS LOCATION. EXCEPTIONS: 1. DECORATIVE GLAZING. 2. WHERE THERE IS AN INTERVENING WALL OR OTHER PERMANENT BARRIER  BETWEEN THE  DOOR AND GLAZING. DOOR AND GLAZING. 3. WHERE ACCESS THROUGH THE DOOR IS TO A CLOSET OR STORAGE   AREA 3 FEET (914  MM) OR LESS IN DEPTH. MM) OR LESS IN DEPTH. GLAZING IN THIS APPLICATION SHALL COMPLY WITH SECTION 2406.4.3. 4. GLAZING IN WALLS ON THE LATCH SIDE OF AND PERPENDICULAR TO THE  PLANE OF THE DOOR IN A CLOSED POSITION IN ONE- AND TWO-FAMILY   DWELLINGS OR WITHIN DWELLING  UNITS IN GROUP R-2. UNITS IN GROUP R-2. 2406.4.3 GLAZING IN WINDOWS. GLAZING IN AN INDIVIDUAL FIXED OR OPERABLE PANEL THAT MEETS ALL OF THE FOLLOWING CONDITIONS SHALL BE CONSIDERED A HAZARDOUS LOCATION: 1. THE EXPOSED AREA OF AN INDIVIDUAL PANE IS GREATER THAN 9 SQUARE FEET (0.84 M ). 2. THE BOTTOM EDGE OF THE GLAZING IS LESS THAN 18 INCHES (457 MM) ABOVE THE FLOOR. 3. THE TOP EDGE OF THE GLAZING IS GREATER THAN 36 INCHES (914 MM) ABOVE THE FLOOR. 4. ONE OR MORE WALKING SURFACE(S) ARE WITHIN 36 INCHES (914 MM), MEASURED HORIZONTALLY AND IN A STRAIGHT LINE, OF THE PLANE OF THE GLAZING.
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GENERAL AS PER SECTION 801 OF THE NYS EXISTING BLDG CODE FOR LEVEL 2 ALTERATIONS
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801.1 SCOPE. LEVEL 2 ALTERATIONS AS DESCRIBED IN SECTION 504 SHALL COMPLY WITH THE REQUIREMENTS OF THIS CHAPTER. EXCEPTION: BUILDINGS IN WHICH THE RECONFIGURATION IS EXCLUSIVELY THE RESULT OF COMPLIANCE WITH THE ACCESSIBILITY REQUIREMENTS OF SECTION 705.2 SHALL BE PERMITTED TO COMPLY WITH CHAPTER 7. 801.2 ALTERATION LEVEL 1 COMPLIANCE. IN ADDITION TO THE REQUIREMENTS OF THIS CHAPTER, ALL WORK SHALL COMPLY WITH THE REQUIREMENTS OF CHAPTER 7. 801.3 COMPLIANCE. ALL NEW CONSTRUCTION ELEMENTS, COMPONENTS, SYSTEMS, AND SPACES SHALL COMPLY WITH THE REQUIREMENTS OF THE INTERNATIONAL BUILDING CODE. EXCEPTIONS: 1. WINDOWS MAY BE ADDED WITHOUT REQUIRING COMPLIANCE WITH THE  LIGHT AND VENTILATION REQUIREMENTS OF THE INTERNATIONAL BUILDING CODE. 2. NEWLY INSTALLED ELECTRICAL EQUIPMENT SHALL COMPLY WITH THE  REQUIREMENTS OF  SECTION 808. SECTION 808. 3. THE LENGTH OF DEAD-END CORRIDORS IN NEWLY CONSTRUCTED  SPACES SHALL ONLY  BE REQUIRED TO COMPLY WITH THE PROVISIONS BE REQUIRED TO COMPLY WITH THE PROVISIONS OF SECTION 805.6. 4. THE MINIMUM CEILING HEIGHT OF THE NEWLY CREATED HABITABLE AND OCCUPIABLE  SPACES AND CORRIDORS SHALL BE 7 FEET (2134 MM).SPACES AND CORRIDORS SHALL BE 7 FEET (2134 MM).
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